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FOREWORD 

/This workshop manual is intended for use 
by service technicians of Authorized Mazda 
Dealers to help them service Mazda vehicles. 

For proper repair and maintenance, a 
thorough familiarization with this manual is im- 
portant, and it should always be kept in a han- 
dy place for quick and easy reference. 

All the contents of this manual, including 
drawings and specifications, are the latest avail- 
able at the time of printing. As modifications 
affecting repair or maintenance occur, relevant 
information supplementary to this volume will 
be made available at Authorized Mazda 
Dealers. This manual should be kept up- 
to-date. 

Mazda Motor Corporation reserves the right 
to alter the specifications and contents of this 
manual without obligation or advance notice. 

All rights reserved. No part of this book may 
be reproduced or used in any form or by any 
means, electronic or mechanical-including 
photocopying and recording and the use of 
any kind of information storage and retrieval 
system-without permission in writing. 

Mazda Motor Corporation 
HIROSHIMA, JAPAN 

APPLICATION: 
This manual is applicable to vehicles beginning 
with the Vehicle Identification Numbers (VIN) 
shown on the following page. 
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IMPORTANT INFORMAT ION 
BASIC ASSUMPTIONS 
This workshop manual assumes that you have certain special tools that are necessary for the safe and effi- 
cient performance of service operations on Mazda vehicles and that you know how to use them properly. 
It also assumes that you are familiar with automobile systems and basic service and repair procedures. You 
should not attempt to use this manual unless these assumptions are correct and you understand the conse- 
quences described below. 

SAFETY RISK 
This manual contains certain notes, warnings, and other precautionary information that you should carefully 
read and follow to reduce the risk of personal injury to yourself or others and the risk of improper service 
that may damage the vehicle or render it unsafe. If there is no such information in regard to any specific 
service method, this does not mean there is no possibility that personal safety or vehicle safety will be 
jeopardized by the use of incorrect methods or tools. 

POSSIBLE LOSS OF WARRANTY 
The manufacturer's warranty on Mazda vehicles and engines can be voided if improper service or repairs 
are performed by persons other than those at an Authorized Mazda Dealer. 

WARNING ON LUBRICANTS AND GREASES 
Avoid all prolonged and repeated contact with mineral oils, especially used oils. Used oils contaminated 
during service (e.g., engine sump oils) are more irritating and more likely to cause serious effects, including 
skin cancer, in the event of gross and prolonged skin contact. 

Wash skin thoroughly after work involving oil. 
Protective hand cleaners may be of value provided they can be removed from the skin with water. Do not 
use gasoline, paraffin, or other solvents to remove oil from the skin. 

Lubricants and greases may be slightly irritating to the eyes. 

Repeated or prolonged skin contact should be avoided by wearing protective clothing. Particular care should 
be taken with used oils and greases containing lead. Do not allow work clothing to be contaminated with 
oil. Dry clean or launder such clothing at regular intervals. 
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